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PRIMA flex

Features

= Square edge on 4 sides

« Smeoth surface

+ Suited for butt joint, express joint, sealant joint finish
« |deal substrate for various types of coating

« Good as heat & sound insulation

Sheet Sizes (mm) Thickness (mm)
Width Length 32 45 60 75 90 120 160 240 320
610 1220 . .
L 1220 1220 . .
. 1270 TA40 . . B . . . . .
3 ¥ 603 &3 - d
| 03 [FRE . -
= Applications

Wall Cladding, Partition, Celling/Eaves/Soffit Lining, Flooring, Roof Sarking
Water Tank Support & Permanent Formwork

PRIMA liner

Features

+ Rebated edge on 2 sides to facilitate flush-jointing

+ Smooth surface

+ Immune to permanent water damage

« Dimensionally stable (low moisture movement)

« ldeal substrate for various types of coating, ceramic or
marble tiles

+ High impact strength

Sheet Sizes {mm) Thicknass [mm)]
Width Length 6.0 9.0 12.0
1320 44d) . : .
Applications

Celling Lining & Wall Lining

PRIMA plank

Features

+« Strong and durable

+ Highly resistant to decay, termite
attack and most chemical

« Weather resistant

« Easy to paint and good workability

= Matural timber look

« Fire-resistant - Class "0" and deemed
non-cambustible to Building Code of Australia (BCA)

Applications
Wall Cladding, Gable End Cladding, Fascia, Gate,
Fencing, Ceiling, Screening, Skirting, Decking & Step



PRIMA plank Klassik

Surface Eﬂgc Sheet Sizes (mm) Thicknéss [mm)

Texture  Detail Width Length 7.5 90 120 160 @D
230 3650 ® l # =
Srmaoth ik &
Ve Edgpir
300 &300
2 x 230 3650
Woodgrain THuAE
Klassik Erge 200 4200

Shiplap

* 16 Qmar thickness ondy avadnbie in 230mnm width

PRIMA plank Shiplap

Surface El;fgl.‘ Sheat Sizas (mm) Thickness [mm)
Texture Dartail Width Length 8.0
Smooth 150

& Lap Edge B 660

Woodgrain

mmpfank Ceiling

- Edge SheetSizes{mm)  Thickness (mm)
Taxture Datail Width  Length 2.0
Smooth Z.sided 75
B V-Etlge & 3660
Woadgrain 100
Ceiling
PRIMA plank Skirting
Surfsce Edge Sheet Sizes (mm) Thickness (mm)
Texture Detail Width  Length a0 12000
Smooth I-dided V-Edige
& B 75 3560
Woodgrain Square Edge
; 100

Skirting

* 1 2.0mm thickness only avallahie in Smooth

PlﬁMAp!dnk Screening

surface exture

Surface Edge Sheet 5I:e;14.nmj Thickness [mm)
Texture  Detail Width Length 9.0 120D 250D
50 -
100

PRIMA plank Gate & Fencing

Surface Sheet Sizes (mm) Thickness [mm)
Profile
Taxture Width  Length 75 90 12
1338158 120
S
. Smepnth I3 A 54 1 500
Feuaned
& Ly 1336158 1800
Woodgrain
Summit odgrly ki
1336158 3000

*1 2.0mm thickness only evaifable in Smooth

srface texfure, Sguore and Round profifes

pRTMApFank Decking

surface Ba Sheet Sizes (mm) Thickness [mm)
t
Tkl e Width  Length 250 0D

|\
\ Smooth 2-sided V-Edge 150 35560
| II| ! \

Decking




PRIMA /attice

Features

= Lo maintenanoe
« Weather resistant

Sheet Sizes [mm)

= Termite resistant
= Good workability

Thickness [mm}

Width Langth &0
1200 2400 .
Applications

Decorative Screenir gy

Featuras
» Parmanently patterned
- « Dimensionally stable

= Light weight

» Fire-resistant - Class “0°
= Water resistant

+ Strong and durable

Sheet Skzes (mm) Thickness [mmj]

Width Length 3.2
&0 1220
1220 1220
603 1213
Applications

Decorative Ceiling

PRIMA vent

Features

= Maintains good air circulation
« Weather resistant

« Cost effective

= Dimensionally stable

« Light weight

« Fire-resistant - Class "0"

= Wirtually maintenance free

Sheat Sizes {mm) Thickness (mm)

Width  Length 32 as
&0 810
&610 1220
915 1220
1220 1220
Applications

Slotted Eaves Lining



PRIMA solidwall

185 Wall System

Features

« CIDB IBS certified

= Light weight

=« Fire resistant

« Easy instalation and saves time
+ Solid, smoath and straight

+ Cost effective

« Strong and durable

- SLspEru}r water and impact resistance ta ach idd

IB5S Wall System

System ID SW76 LG SW104 L6
Wall Thickness [mmd ) 104
PRIMA e Thickness (mm) & &
Estimated Mass (kg/'m3) 76 100
Sound Transmission Class Idb 4adi

Fire Resistance (85 476, Part 22) 1 hours

IE“BIMMAdrywaH

Features

+ CIDE 185 certified
» Lightweight

« Fire resistant

+ Sound insulation
« Water resistant 5
« Impact resistant
+ Cost effective

M3 Woweseal

185 Wall System

H

; General Fired Rated Wall
System ID

GTELE Fod L9 Fil6L12

Wall Thickness [mm) H o4 156
PRIMA liner Thickness [mm) & ] 12
Estimated Mass {kg/m3| 21 34 50
Sound Transmission Class I6dE 51d8 S5d8
Fire Rsistance |BS AT6, Part 23 - 1 haur 2 hours

| PRTMAﬂushjafntceiﬁng

Features

« Strong and durable

« Water resistant

= Low moistune movement
+ Suitable for wet area

Flush Joint Ceiling System

Sheet Stoes (mm)

- Width Length Thickness (mm]
T - 1220 1430 4.5
L - . ;
1220 2440 G
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